## The specifications of AD9889BBCPZ-165

| PartNumber | A088898BCPZ:165 |
| :--- | :--- |

```
\series
```

$\frac{P}{\text { Packaging }}$

| Ао9889 |
| :---: |
| Tay |
| 644-FcsP-ve(998) |
| Reocodes, Setiop bexes |
| ${ }_{100}$ pes Slook |


| Manuasurer Brand | AOI (Analog Devices, (rac) |
| :---: | :---: |
| Mosisue Sensivivit Leve (MSL) | 3 (168 Huws) |
| Padage/ Case | 64-vearn exposed Pa, , SPP |
| Mounting Tpe | Surrace Mount |
| Type | hom, ovi Tansmiter |
| Ohter Names | A0988988CP1765 |
| Categor |  |
| Lead Fires Staus/ Rooh Staus | Lead fee/ Fors Sompliant |

ADI (Analag Devices, hac
3 (68 Hours)
64.VFefrn Exposes Pad, CSP
Surrace Mount
HoM, OVI Tansmiter
A09888BCP72165
Inegated ciriuils (ICS) $>$ Linear- Vidieo Pocosssing
Load tree /RoHs Compliant

Supplier Device Package

| Applicaions | Reocores, Setiop bexes |
| :---: | :---: |
| Stockuantiv | ${ }_{100}$ pos Stock |

Lead Free Slaus/ Rohts Staus
Keywords realted to AD9889BBCPZ-165


$\square$ -
$\qquad$
$\square$

$\qquad$
$\qquad$
$\qquad$
$\qquad$

